Resilient flooring has finally met its match. **Resolute**’s safe, 1-part chemistry makes it a faster, more install-friendly alternative to 2-part epoxy systems. Engineered for heavy rolling loads and challenging environments, Resolute’s waterproof design forms a robust moisture vapor barrier and can also take the punishment introduced by topical liquids.

**Shelf Life: 1 Year**

### Approved Flooring Types
- LVT/LVP
- Sheet goods (vinyl, homogeneous, heterogeneous, fiberglass, felt-backed)
- Rubber (tile and sheet)
- Linoleum
- WPC/WSC
- Cork-backed hard surface
- Cork flooring
- Cork underlayment
- VCT/VET
- Stair treads (rubber and vinyl)

### Application Methods
- 150-260 sf/gal

Note: Coverage range dependent upon substrate composition and porosity, application method and flooring type.

### Certification
- LEED v4 contributing
- CDPH/EHLB Standard Method v1.2
- Meets SCAQMD Rule 1168, 0.1 g/L
- Does not contain methylene chloride and perchloroethylene
- Contributes to low emitting materials

**Available In 2-Gallon Pail**

**Tech Service** (800) 868-4583, Ext: 2221 or tech@wftaylor.com
**Customer Service** (866) 818-7434 | www.wftaylor.com

**NOTE:** See technical data sheet for details.